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Z URL (může se měnit, viz stránky Katedry měřeńı):
https://github.com/adamberlinger/zero_elabviewer/releases/tag/v0.5

stáhněte soubor

zero-elabviewer_0.5-1_amd64.deb

a uložte jej do Vámi vybraného pracovńıho adresáře v úložǐsti. V tomto adresáři otevřete okno
terminálu (např. pravým tlač́ıtkem myši → Open in Terminal) a zadejte

sudo dpkg -i zero-elabviewer_0.5-1_amd64.deb

Systém si vyžádá zadáńı uživatelského hesla. Pokud je instalace zdárně dokončena, vyṕı̌se se

Setting up zero-elabviewer (0.5-1) ...

jako posledńı řádka.
V př́ıpadě, že nastala chyba, je možné, že muśıte nejprve doinstalovat baĺık pro sériový port.
Chybová hláška pak může vypsat

dpkg: dependency problems prevent configuration of zero-elabviewer:

zero-elabviewer depends on libqt5serialport5 (>= 5.6.0); however:

Package libqt5serialport5 is not installed.

dpkg: error processing package zero-elabviewer (--install):

dependency problems - leaving unconfigured

Errors were encountered while processing:

zero-elabviewer

Doinstalaci provedeme zadáńım př́ıkaz̊u

sudo apt-get update

sudo apt-get install libqt5serialport5

Nyńı již můžeme instalovat osciloskop.

sudo dpkg -i zero-elabviewer_0.5-1_amd64.deb

sudo zero_elabviewer

Po úspěšné instalaci spust́ıme okno osciloskopu zadáńım př́ıkazu

sudo zero_elabviewer

Spouštěńı se sudo je doporučeno kv̊uli poskytnut́ı práv k USB portu.
Při př́ıpadných komplikaćıch s instalaćı se na mě můžete obrátit na mailové adrese.

https://embedded.fel.cvut.cz/kurzy/lpe_sw/
https://github.com/adamberlinger/zero_elabviewer/releases/tag/v0.5
mailto:nespomat@fel.cvut.cz

